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With the publication of this data sheet, all previously valid data sheets lose their validity.

Light aggregates according to DIN EN 13055-1 as aggregate in mortars, lightweight concretes, for bonded and unbonded fillings
*For use as thermal insulation fillings

Technical Data

Chemical composition

approx. share in M-% SiO2 Na2O CaO Al2O3 MgO K2O Fe2O3 traces

71 13 8 2 2 1 0,5 0,5

grain group [mm] 0,1-0,3 0,25-0,5 0,5-1 1-2 2-4* 4-8* testing standard
grain shape round-oval
bulk density [kg/m³] ± 15 % 410 300 250 220 190 170 DIN EN 1097-3
grain density [kg/m³] ± 15 % 750 540 450 370 310 300 in accordance with EN 1097-6
grain strength [N/mm²] ≥ 4,0 ≥ 2,0 ≥ 1,9 ≥ 1,9 ≥ 1,8 ≥ 1,5 in accordance with DIN EN 13055-1-2002
fines [M-%] ≤ 1,5 ≤ 1 ≤ 1 ≤ 1 ≤ 1 ≤ 1 EN 933-1
oversized grain [M-%] ≤ 10
undersized grain [%] ≤ 15
thermal conductivity [W/(m K)] - - - - 0,07 0,07 DIN EN 12667
building material class A 1 DIN 4102-4
VOC-class A + ISO 16000, DIN EN 717-1
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