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With the publication of this data sheet, all previously valid data sheets lose their validity.

non-combustible, mineral, fibre-free acoustic panel for interior use as well as
in not freely weathered exterior areas

Technical Data

testing standard
bulk density [kg/m³] 270 ± 20
compressive strength [N/mm²] ≥ 1,2 DIN EN 196-1
bending tensile strength [N/mm²] ≥ 0,4 DIN EN 196-1
thermal conductivity λ10tr [W/mK] 0,08 DIN 52612
building material class A 1 DIN EN 13501-1

Acoustic properties

Delivery form

standard size length in mm width in mm height in mm bevel
1 625 ± 0,5 625 ± 0,5 50 ± 0,3 one-sided
2 1250 ± 0,5 625 ± 0,5 50 ± 0,3 one-sided
3 1200 ± 0,5 625 ± 0,5 24,5 ± 0,3 without

special sizes available on request

Color

grey - colour differences between the boards (also within a board) can occur due to
production. These colour differences do not affect the technical values of the plate and do
not represent a quality defect.

Processing note: When applying Reapor in areas not exposed to weathering, constructive
measures must be taken to ensure that no moisture/moisture can penetrate the product.

DIN EN 1793-1 DIN EN 11654
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Measurement in reverberation  room acc. to

DIN EN ISO 354
(50 mm board thickness)
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